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Rosario, Sta. Fe (ARG)

Desolventizer Case

New DT installed in Mercosur

The major player in Brazil regarding oilseeds processing 
– one of the larger global players in the grains market – 
�K�D�V���F�R�P�S�O�H�W�H�G���W�K�H���«�U�V�W���V�W�D�J�H���R�I���X�S�J�U�D�G�L�Q�J���R�I���L�W�V��
extraction plant in one of their facilities adjacent to the 
�F�L�W�\���R�I���5�R�V�D�U�L�R�����$�U�J�H�Q�W�L�Q�D�����6�X�E�V�H�T�X�H�Q�W�O�\�����D�Q�G���G�X�H���W�R���W�K�H��
�V�X�F�F�H�V�V���R�I���V�X�F�K���S�U�R�M�H�F�W�����W�K�H���V�H�F�R�Q�G���V�W�D�J�H���K�D�V���V�W�D�U�W�H�G��
�D�Q�G���Z�L�O�O���L�Q�F�O�X�G�H���L�Q�V�W�D�O�O�L�Q�J���D���Q�H�Z���Z�H�W���S�D�W�K��
�G�H�V�R�O�Y�H�Q�W�L�]�H�U�����H�T�X�L�S�P�H�Q�W�V���Z�K�L�F�K���Z�H�U�H���V�X�S�S�O�L�H�G���E�\��
PROGLOBAL & MYANDE.

Features of the installed equipment: 

- Capacity: 3,200 ton/day – Soybean base
- Four (4) pre-desolventizing stages 
- Five (5) desolventizing/toasting stages with discharge through 
rotary valves 
- One (1) solvent recovery �nal stage with discharge through 
rotary valve

�7�K�H���V�\�V�W�H�P���Z�D�V���S�U�R�M�H�F�W�H�G���D�Q�G���E�X�L�O�W���L�Q���D�F�F�R�U�G�D�Q�F�H���Z�L�W�K��
�L�Q�W�H�U�Q�D�W�L�R�Q�D�O���V�W�D�Q�G�D�U�G�V�����Z�L�W�K���F�D�U�E�R�Q���V�W�H�H�O���K�R�X�V�L�Q�J���D�Q�G��
�L�Q�W�H�U�Q�D�O���W�U�D�\�V���D�Q�G���D�Q���X�S�S�H�U���W�R�S���E�X�L�O�W���W�R�W�D�O�O�\���L�Q��
�V�W�D�L�Q�O�H�V�V���V�W�H�H�O��

�$���Z�H�W���6�F�U�X�E�E�H�U���Z�D�V���L�Q�V�W�D�O�O�H�G�����L�Q�W�H�J�U�D�W�H�G���Z�L�W�K���W�K�H���'�7�����W�R��
�U�H�S�O�D�F�H���W�K�H���H�[�L�V�W�L�Q�J���R�Q�H���W�K�D�W���Z�D�V���L�Q�H�­�F�L�H�Q�W���D�Q�G���V�K�R�Z�H�G��
�G�H�W�H�U�L�R�U�D�W�L�R�Q���G�X�H���W�R���W�K�H���D�J�H���R�I���W�K�H���H�T�X�L�S�P�H�Q�W������

�,�W���P�X�V�W���E�H���K�L�J�K�O�L�J�K�W�H�G���W�K�D�W���L�W���Z�D�V���Q�H�F�H�V�V�D�U�\���W�R���G�H�V�L�J�Q���W�K�L�V��
�V�\�V�W�H�P���I�R�U���L�W���W�R���«�W���W�K�H���D�Y�D�L�O�D�E�O�H���V�S�D�F�H���O�H�I�W���E�\���W�K�H��
�R�X�W���G�D�W�H�G���V�\�V�W�H�P���W�R���E�H���U�H�S�O�D�F�H�G����

Another item to be highlighted is that in addition to 
�F�R�Q�V�L�G�H�U�L�Q�J���W�K�D�W���W�K�H���Q�H�Z���'�7���K�D�G���W�R���«�W���W�K�H���H�[�L�V�W�L�Q�J��
�D�Y�D�L�O�D�E�O�H���V�S�D�F�H�����L�W���D�O�V�R���U�H�T�X�L�H�U�H�G���P�D�N�L�Q�J���L�W���V�X�L�W�D�E�O�H���I�R�U��
�V�X�S�S�R�U�W�L�Q�J���W�K�H���Y�H�U�W�L�F�D�O���I�R�U�F�H�V���U�H�O�D�W�H�G���Z�L�W�K���W�K�H���Q�H�Z��
capacity.  

The increase in capacity was necessary to improve the 
�S�H�U�I�R�U�P�D�Q�F�H���D�Q�G���W�K�H���K�H�[�D�Q�H���U�H�V�L�G�X�H�V���F�X�U�U�H�Q�W�O�\���R�E�W�D�L�Q�H�G����

It is also necessary to highlight that the existing drive was 
�X�V�H�G���D�Q�G���W�K�D�W���W�K�L�V���V�\�V�W�H�P���L�V���W�K�H���«�U�V�W���R�Q�H���R�I���L�W�V���W�\�S�H���W�R���E�H��
�L�Q�V�W�D�O�O�H�G���L�Q���6�R�X�W�K���$�P�H�U�L�F�D����

Myande’s versatility to work in limited existing spaces 
shows the technical ability of its engineering for 
�S�U�R�M�H�F�W�L�Q�J���F�X�V�W�R�P�L�]�H�G���H�T�X�L�S�P�H�Q�W����
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